19991229.ba v02_n763.bam.991229 


>From ???@??? Wed Dec 29 14:47:44 1999 

Message-Id: <199912291442.dBTE£vB12999@sco.theporch. com> 
Date: Wed, 29 Dec 1999 08:40:55 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2763 


BOATANCHORS Digest 2763 
Topics covered in this issue include: 


1) Need DU-1 Schematic 
by Al Klase <skywaves@bw.webex.net> 
2) MORE STUFF FS 
by JACK Iverson <jackiv@juno.com> 
3) Re: Distortion meter 
by polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
4) EV 664 base wanted 
by Haney Howell <howellh@winthrop.edu> 
5) ADMINISTRIVIA: Posting Admin Requests 
by listown@jackatak.theporch.com (Mail List Owner) 
6) BA Tv sighting 
by "Paul Bernhard Sr." <w2tu@email.msn.com> 
7) AEEC variable transformer 
by Avery Comarow <acomarow@usnews.com> 
8) Homebrew 
by Morris Odell <morriso@vifp.monash.edu.au> 
9) Swap For Power Supply & Tubes? 
by "DavidC" <eDoc@netzero.net> 
10) Ameco AC-1 
by Robert Norgard <kl17f£m@yahoo. com> 
11) 2M AM IN THE 60S 
by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
12) Re: Swap For Power Supply & Tubes? 
by "DavidC" <eDoc@netzero.net> 
13) Need transformer 
by "george" <silvasy@silcom. com> 
14) RE: Swap For Power Supply & Tubes? 
by "WF2U" <mbendror@villagenet.com> 
15) PL-259 vs N and misc tubes 
by Kevin Gallagher <wire2liv@in-tch.com> 
16) Sleeve Valves? 
by "Steve" <scb@internettport.net> 
17) RE: 2M AM IN THE 60S 
by "Ed Sieb" <sieb@sympatico.ca> 
18) need pwr xfmr for Heathkit DX-35 


by "Mike Warren" <w5maz@earthlink.net> 
19) FS: KWM-2 
by KB9VU@aol.com 
20) FS/T: Ham Radio Magazine Collection 
by Bill Cotter <bcotter@pop.uky.edu> 


Message-ID: <3868D3BD.D9FBBOD4@bw.webex.net> 
Date: Tue, 28 Dec 1999 10:14:05 -0500 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Need DU-1 Schematic 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Can anyone provide a schematic for a Navy DU-1 LF loop 
antenna? 


13% 
Al 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Tue, 28 Dec 1999 10:00:29 -0600 

Subject: MORE STUFF FS 

Message-ID: <19991228.101125. -239817.7.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: JACK Iverson <jackiv@juno.com> 


I have the following to get rid of--------- 
SONAR 20 nbtfm exciter, appearance is an 8.5. new electrolytics, new 
line cord, 

powers up. $35.00, pluss shipping 


Tempo One, no p/s_' parts rig with all tubes...$40.00 plus shipping. 


Swan txcvr. parts rig- partial, I think a 350. $25.00 plus shipping. 


all in zip -60067 
jack 


Jack Iverson KOEWU jackiv@juno.com 
ARRL, IEEE LM, RCA, AMI, ARCI, QCWA,CCA,OOTC. 


Date: Tue, 28 Dec 1999 11:14:34 -0500 

From: polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
Message-Id: <199912281614.LAA14789@aa4rm.ba-watch.org.> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Distortion meter 


Arden I've had a HP330C for years - the 330B with a diode envelope 
detector. 


For some these doo-dads take lots of the fun outa things because they tell 

a quantative tale about an audio chain's linearity. For instance, all-triode 
audio sequences really have a 1 and 1/7th power input to output voltage 
transfer function that only feedback can linearize. Jump back 

tech-ish audiophiles. 


Their physics is super-simple. There's a sinusoidal notch filter that 
"about only" let's non-sinusoidal stuff pass. Computing the magnitute of 
these non-sinusiodals is the function of the range switches & the meter - 
or in the 334C's case, perhaps an auto-ranger. 


I found 300-3000hz audio at <5% distortion on 32V3s, Ranger II, and 
a Gonset G76 was attainable at 50-70% rated max. modulation output. 


At full strap, a 32V3 makes ~20% distortion at 60W fm it's 807s AB2. 


Best rig at ratings was a J-box 500 doing ~7% at 250W fm it's class B 
811As (@ 2500V on the plates yet!!!). 


Nothing would go under ~250hz w/o skyrocketing distortion. Reason 
was lack of X-sub-L in wdg.s. This is something that no amount 
of 'respected' RC-coupling audio mod.s can ever fix. 


If ya wanna try something, use FM radio as AM ham-rig audio source while 
same rig on a dummy load. Boy do they sound BAD on wide bandwidth RX. 

Like an SX25/28... and BAD critereon is A/B-ing sound against another FM rx 
on same station. 


Which brings up another puzzle & that's how can over-the-air quality tests 
be responsible if there's a narrow-bandwith communications RX in 
the fidelity judgement loop, Reminds me of an old joke punchline: 


"how do it know?" 


But hams can converse forever on audio processing and ‘settings' that 
make things sound better. Psychoacoustics. 


Nonetheless the distortion (& noise... don't forget) meters are GREAT 
and many large BC stations once had ‘em so they're not too scarce. 


Hey and the 334's auto-ranging null-bridge sounds like an amazing thing 
I've never seen. 


Marty 


Date: Tue, 28 Dec 1999 11:51:58 -0500 

From: Haney Howell <howellh@winthrop.edu> 
Subject: EV 664 base wanted 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <3868E7FD.DEDCFC2B@winthrop.edu> 
MIME-version: 1.0 

Content-type: text/plain; charset=us-ascii 
Content-transfer-encoding: 7bit 


I lucked into a fine EV 664 microphone which was mounted on a chassis 
that in turn was attached to the top of a T4X! Mike stuck out the front 
and a fan took away the heat from the finals, Ugly but functional. I 
removed the lashup along with the mike and am now using it with a 
commercial base. 


Does anyone have the PTT base floating around? Or suggestions on how to 
modify something to give PTT? 


Season's Greetings. 


Haney k2xn 


Message-Id: <199912281715.dBSHF1q04927@jackatak.theporch. com> 
From: listown@jackatak.theporch.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: Posting Admin Requests 

Date: Tue, 28 Dec 99 11:15:01 CST 


Gang- 


Please accept this periodic posting as it is intended: 
A suggestion that will help everyone on the list... 


If there is a problem with your email, i.e., the list suddenly stops coming 
to you, or if you have problems with someone else's mail, PLEASE address 
any questions to, and seek help from: 


listown@jackatak.theporch.com 


There is really no one on the list who can help you with a problem, 
and if I don't happen to see your post, nothing will happen, except 
you may irritate the other list members... needlessly. 


This is xespeciallyx true of the "XXXX YYYYY your mail is bouncing, please 
send me a good address" 


If your mail to this person is bouncing, in all likelihood, either you 
have the address a bit wrong, or s/he isn't receiving mail from ANYWHERE 
xespeciallyx not from the list, which is delivered as "Bulk!" 


Treat the list as a symposium. 

In such an environment, with many folks attending who have paid to be 
here, it is unlikely you would take up the symposium's resources to 
solve an individual problem with your seating... 


So, if you encounter a problem, PLEASE remember to send your questions 
to me, the one person who can help, at: 


listown@jackatak.theporch.com 


Thanks for your attention 


73 
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - - 
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 
Tue Dec 28 11:15:01 CST 1999 


Message-ID: <0Q02b01bf£5163$269b7e40$37cb0a3£@default> 
From: "Paul Bernhard Sr." <w2tu@email.msn.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: BA Tv sighting 

Date: Tue, 28 Dec 1999 13:41:18 -0500 


Hi all; 
Just a quick note. Watching the very interesting biography on A&E the 


other night on Irving Berlin. In shots of the WW2 soldiers huddled around 
radios listening to songs from back home there were some very nice shots of 
both AM classics and several Military SCR type sets. Didn't recognoize them 
but they were fun to eye up. 


73 es Best wishes for the millenium 
Paul B. W2TU 
http://www. geocities.com/~dd537 


"Where military history comes alive" 


Message-Id: <2.2.32.19991228201334.008ed4ac@ntpop.usnews.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Tue, 28 Dec 1999 15:13:34 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Avery Comarow <acomarow@usnews.com> 

Subject: AEEC variable transformer 

Cc: dcboatanchors@qth.net 


Gang- - 


I'm interested in a big metered 0-130VAC variable transformer that could run 
a whole benchful of boatanchors at 18 amps. (Yes, I know the max draw from a 
standard outlet isn't close to that.) The price is great, but it's made by 
an offshore company under the name AEEC. Does anybody have experience with 
(ideally) an AEEC variac or (less ideally) other AEEC products and might 
give me a view of the quality of construction, reliability, etc.? 


Thanks to all. 


73, Avery W3AVE 


Message-ID: <38692B54.497CBF54@vifp.monash.edu.au> 
Date: Wed, 29 Dec 1999 08:27:48 +1100 

From: Morris Odell <morriso@vifp.monash.edu.au> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Homebrew 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Anchorites, 

Take a look at: 

http: //207.108.137.61/ 
You'll drool... 


73 de Morris VK3DOC 


Message-ID: <019701bf£5186$425816c0$103f£0404@o0emcomputer> 
From: "DavidC" <eDoc@netzero.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Swap For Power Supply & Tubes? 
Date: Tue, 28 Dec 1999 17:52:43 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I have recently acquired a R-392 receiver. I am in need of 
AC and DC power supplies and some tubes (and a tester). 
Here is the list of needs followed by what I have to swap 
(given other expenses, cash isn't an option right now). 


AC & DC POWER SUPPLIES 


Need 26 1/2 VDC regulated, 2.5 amps for the filaments. 

and 28-35 VDC regulated, .5 amps for the plates from each PS. 

(If I convert the audio and a couple of other sections to solid state 
I have a low current Lambda that can deliver .375 amps. as part 

of an AC supply.) 


TUBES 


I am not sure what is up with the "spares" thing they mention in 
the manual, but there it is. 


26A6 (it uses 11 of these, plus 4 spares) 
26A7/GT (1 of these plus 2 spares) 

26C6 (2 plus 2 spares) 

26D6 (1 plus 1 spare) 

12AU7 (5 plus 2 spares) 

6AI5 (5 plus 10 spares) 


Also hoping to locate a Hickok 799, 800, 752a, 580 or 539a or an 
Eico 666 or 667 in reliable operating condition with appropriate roll 


chart and manual. 
HORSETRADING SWAPIN' STUFF 


Astatic Desk Mic Stand Model "G STAND" with amplified base and on-off 
switch. 

GE HF portable HF 11W, ET 28A, SNd# AO 6712 (rough but unhacked) 

Several PC-type Headset Mics. 

Archer Video Sound Processor 15-1278 (DNR, stereo synth., stereo expander, 
etc.) 


For a local deal I may consider offering my spare ROHN 45 top section as 
swap 
bait as well. 


Let's talk! ;-) 


- Thanks! & 73, DavidC K1YP in Hudson, FL 


NetZero - Defenders of the Free World 
Get your FREE Internet Access and Email at 
http: //www.netzero.net/download/index.html 


Message-ID: <19991228230442 .3204.qmail@web123.yahoomail.com> 
Date: Tue, 28 Dec 1999 15:04:42 -0800 (PST) 

From: Robert Norgard <k17£m@yahoo.com> 

Subject: Ameco AC-1 

To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 


Greetings, and Happy New Year. 

I'm looking for one or more old Ameco AC-1 rigs to 
piece mine back together. They don't have to be 
complete. Can't pay much, but let me know what you 
have. 


Thanks, 


Bob Norgard - KL7FM, 
Anchorage, AK 


Do You Yahoo!? 


Talk to your friends online with Yahoo! Messenger. 
http: //messenger. yahoo.com 


MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 

Date: Tue, 28 Dec 1999 19:35:01 -0500 (EST) 

Subject: 2M AM IN THE 60S 

To: Old Tube Radios <boatanchors@theporch.com> 

From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
Message-ID: <9912281935.aa10143@pcusa01.ecunet.org> 


I remember... 


K2SUQ inviting me to local (River Vale (Bergen Co.), NJ) ham club to learn 
code in 1962. "Zip" was on 6 m w/Gooney Box & small beam. 


W2A?? (forget handle) from River Vale calling "CQ, CQ, CQ two, no lids, no 
kids, no space cadets." Boy was he a grouch! Didn't stop us though. 


W2BKY(?) (SK I think) just up the street from me with huge partly homebrew 
station chasing DX on 20. Had beam mast down thru roof of shack, armstrong 
rotation. Boy, when DX popped up, he'd jumpt up and crank that sucker! 

Big RF amps & HV rectifiers glowing orange & blue when big relay clunked 
on. Impressive to a 12 yr old kid. He used NC-300/C.E. Slicer & Lakeshore 
Phasemaster on early SSB. 


Local HS kid had Halli S-76 (love that huge S-meter) & Heath AT-1 plate 
modulated on 75. Sounded FB on folks' big Magnavox console radio. 


Other local kid homebrewed whole station from late 50s ARRL handbook, whew! 


I started with an old (30s) Philco table cathedral. It was nice, had a 
tuned RF stage, nice audio. Replaced in with a crappy Halli S-38, bad 
choice. The graduated to SX-100. 10m red hot in late 50s, logged umpteen 
countries on 10 AM as SWL. 


Ah, them good ol' daze, pass me th' jug, Abner. 


-John Sehring (Mon, Dec 27, 1999 temp. at Zion IL) UCC WBOEQ 


Message-ID: <0Q00301bf£5199$b061aa60$163f0404@o0emcomputer> 
From: "DavidC" <eDoc@netzero.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Swap For Power Supply & Tubes? 

Date: Tue, 28 Dec 1999 19:23:52 -0500 


MIME-Version: 1.0 

Content-Type: text/plain; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: 7bit 


Please include a 26FZ6 in my tubes wanted list in my 
recently posted horsetrading request. 


- Thanks! & 73, DavidC K1YP 


NetZero - Defenders of the Free World 
Get your FREE Internet Access and Email at 
http: //www.netzero.net/download/index.html 


Message-ID: <0Q02101bf£519d$£e371000$ead247c£@oemcomputer> 

From: "george" <silvasy@silcom.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Need transformer 

Date: Tue, 28 Dec 1999 17:42:38 -0800 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_000_001E_01BF515A.EEFFAQEO" 


This is a multi-part message in MIME format. 


nome =_NextPart_000_001E_01BF515A.EEFFAQEO 

Content-Type: text/plain; 
charset="iso-8859-1" 

Content-Transfer-Encoding: quoted-printable 


Restoring a Globe King 500b. In need of the plate transformer for the = 
modulator deck. It produces 1000v into a choke input and also about = 
400v into a cap input. 

Any help. 


Thanks 
George wa6éhcx 


alt = _NextPart_000_001E_01BF515A.EEFFAQEO 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KK KK KK KK KK KK KKK KKK KK KKK 
* ---REMAINDER OF MESSAGE TRUNCATED--- * 
* This post contains a forbidden message format * 


(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KR KK KK KK KK KKK KKK KKK KKK 


+ + + OF 
+ + + + OF 


Hits: 5 5 =_NextPart_000_001E_01BF515A.EEFFAOQEO- - 


From: "WF2U" <mbendror@villagenet.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Swap For Power Supply & Tubes? 
Date: Tue, 28 Dec 1999 23:30:19 -0500 
Message-ID: <000201bf£51b5$6a077£b0$0291cOcO@meir-s_nt4.villagenet.com> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 
Content-Transfer-Encoding: 7bit 


David and all, 


I can't see why you'd want to power up the R-392 from 2 separate power 
supplies... The receiver (and the rest of the GRC-19 system, which is this 
receiver is a part of), is intended to be operated from 26.5V which is the 
nominal fully charged voltage of a 24V battery. The receiver is not designed 
for voltages higher than 28V which is about what the system voltage would be 
with a charger connected to the battery. Higher than design voltages will 
stress the components unnecessarily and will cause premature failures. 

The audio output tube especially gets hot as it is... There is a solid-state 
replacement for that tube that was made for the R-392 and Fair Radio carries 
it from time to time. 

It doesn't work well in every receiver. The gain sometimes is too high 
and/or there is a lot of phase imbalance in the push-pull circuit and it'll 
break into oscillations in the form of a strong audible whistle... The 
receiver will work AS INTENDED, with full specifications from a single 24 to 
28 V supply which is capable of supplying around 3.5A. Regulation is really 
not necessary because if you hit the median voltage with your average line 
voltage, you'll be still within the proper input range. A little supply 
voltage fluctuation is not even noticeable stability and sensitivity-wise. 
I've been using R-392's for around 18 years, THE FIRST I GOT has never been 
even overhauled, has the original tubes (manufactured in 1952) AND STILL 
PERFORMS WITH NO PROBLEMS. 

My other 2 R-392's were depot overhauled and put in storage in 1982, I got 
them a couple of years ago and I'm shure they'll still work fine 20 years 
from now... 

I'm not shure whether they'd last with incorrect voltages... 


Regarding the spare tubes - this list was the military requirement for 
stocking spare tubes as part of the field maintenance kit. 

It's always good to stock a few extra tubes for your equipment, just in 
case. 

As far as I know Fair radio has all the tubes for this receiver. 


Best of luck and enjoy the R-392. 
73, Meix WF2U 


sees Original Message----- 


From: owner-boatanchors@theporch.com [mailto:owner-boatanchors@theporch.com] 
On Behalf Of DavidC 
Sent: Tuesday, December 28, 1999 5:53 PM 


To: Old Tube Radios 
Subject: Swap For Power Supply & Tubes? 


I have recently acquired a R-392 receiver. I am in need of 
AC and DC power supplies and some tubes (and a tester). 
Here is the list of needs followed by what I have to swap 
(given other expenses, cash isn't an option right now). 


AC & DC POWER SUPPLIES 


Need 26 1/2 VDC regulated, 2.5 amps for the filaments. 

and 28-35 VDC regulated, .5 amps for the plates from each PS. 

(If I convert the audio and a couple of other sections to solid state 
I have a low current Lambda that can deliver .375 amps. as part 

of an AC supply.) 


TUBES 


I am not sure what is up with the "spares" thing they mention in 
the manual, but there it is. 


26A6 (it uses 11 of these, plus 4 spares) 
26A7/GT (1 of these plus 2 spares) 

26C6 (2 plus 2 spares) 

26D6 (1 plus 1 spare) 

12AU7 (5 plus 2 spares) 

6AI5 (5 plus 10 spares) 


Also hoping to locate a Hickok 799, 800, 752a, 580 or 539a or an 
Eico 666 or 667 in reliable operating condition with appropriate roll 
chart and manual. 


HORSETRADING SWAPIN' STUFF 


Astatic Desk Mic Stand Model "G STAND" with amplified base and on-off 
switch. 

GE HF portable HF 11W, ET 28A, SN# AO 6712 (rough but unhacked) 

Several PC-type Headset Mics. 

Archer Video Sound Processor 15-1278 (DNR, stereo synth., stereo expander, 
etc.) 


For a local deal I may consider offering my spare ROHN 45 top section as 
swap 
bait as well. 


Let's talk! ;-) 


- Thanks! & 73, DavidC K1YP in Hudson, FL 


NetZero - Defenders of the Free World 
Get your FREE Internet Access and Email at 
http: //www.netzero.net/download/index.html 


Message-ID: <38699BE5.1AC4@in-tch.com> 

Date: Tue, 28 Dec 1999 22:28:05 -0700 

From: Kevin Gallagher <wire2liv@in-tch.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: PL-259 vs N and misc tubes 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Gents, I read with interest your comments on the pl-259 vs the N 
fitting. I seem to have inherited some gear from a SK who was a great 
believer in N fittings. He didn't have a 259 on anything that he had! 
They do come apart easily and the parts aren't always there on used 
connectors. My question however in the debate on these fittings is 
whether the N fitting is more suitable than the 259 on the frequencies 
above the HF bands? On another subject, I was wondering if anyone on 
the list could fill me in on what equipment an 833a tube and a 701a 
tubes were used in. I found today a new 833a tube in a Collins marked 
box. It is the biggest tube in my collection! Thanks to all and may you 
all have a great and Y2K free New Year! Kevin kd7hew 


From: "Steve" <scb@internettport.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Wed, 29 Dec 1999 00:23:11 +0000 
MIME-Version: 1.0 


Content-type: text/plain; charset=US-ASCII 

Content-transfer-encoding: 7BIT 

Subject: Sleeve Valves? 

CC: boatanchors@theporch.com 

Message-id: 
<19991229001834.cb83a9c3bbc311d3b9b3005004ae2433.in@liaig.internettport.net> 


>"RE the Millen power unit-you will have to explain what a Willys Knight 
>Sleeve valve engine is (not to me though) There is a picture of it ina 
>QST? as part of the Millen story i belive. correct me ??" 

> old jack Jack Iverson KOEWU 


Greetings; 
Perhaps Marty will forgive me for jumping in. 


Conventional four-stroke internal combustion piston engines use 
poppet (mushroom shape) valves to open ports in the combustion 
chamber at appropriate phases of the operating cycle to admit 
air/fuel mixture and to allow exit of the burned residue (exhaust) 
after combustion and power stroke. The sleeve valve design uses 
sliding cylindrical sleeves (like moving cylinder liners) between 
the cylinder wall and piston. The sleeves have two horizontal slots 
in them that register with slot shaped ports at the sides of the 
combustion chamber for intake and exhaust. A half-speed shaft 
carrying eccentrics with crankrods coupled to the skirts of the 
sleeves controls the timely registration of the sleeve ports to the 
chamber ports. While a single sleeve could do the job (and some 
engines were thus designed) Willys used the Knight system which 
utilized two sleeves. Apparently this provided far better sealing and 
timing control than the single sleeve, especially important for a 
competitive high compression automotive engine. 


Overall, it's tangible advantage was mechanical silence as there was 
no lash in this type of valve mechanism, unlike that necessary in the 
poppet valvetrain. Whatever other theoretical advantages this system 
may have provided, rebuilding a heavily worn sleeve valve engine was 
an expensive and involved process requiring matching of oversized 
sleeves to cylinder, replacement pistons, ect. Also, any lubrication 
failure could render the engine irrepairably seized. 

BTW, I believe British Daimler was the last to use the Knight engine 
in an automobile. 

One wonders, did J.M. deliberately choose it for whatever reason, or 
was it simply just available for the project? Did the article say? 


Regards; Steve KFATSW 


From: "Ed Sieb" <sieb@sympatico.ca> 


To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: 2M AM IN THE 60S 
Date: Wed, 29 Dec 1999 01:26:54 -0500 
Message-ID: <LOBBJHOLOOHLIPLONIAFAEBBCEAA. sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


On Tuesday, December 28, 1999 7:35 PM, John Sehring wrote: 


> W2A?? (forget handle) from River Vale calling "CQ, CQ, CQ two, no lids, no 
> kids, no space cadets." Boy was he a grouch! Didn't stop us though. 


The "W2A??" you refer to is actually Mike Primus, W20Y. 

Mike was famous for his highly qualified CQ: 

" Calling CQ... no lids, no kids, no space cadets; no taxi drivers, 
no house-wives no certificate hunters; just real hams for a plain, 
good old-fashioned American QSO..." 


He was notorious for his curmudgeonly, crusty on-air persona, 

but was a real gentleman and a softy in person. I don't think there 

is a ham alive today, who was listening on 75 or 40, in the late '50's 
through mid-'60's who hadn't heard Mikes station. I used to have a tape 
recording of his QSO's but sadly, they were accidently destroyed in the 
early '70's, 7-( 


Hmmm... which gives me an idea for another thread... 


Ed 
VA3ES 


Message-ID: <Q00701bf£5200$a6eb9d80$b1c71b26@mikewarr> 
From: "Mike Warren" <w5maz@earthlink.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: need pwr xfmr for Heathkit DX-35 
Date: Wed, 29 Dec 1999 07:28:51 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="Windows-1252" 
Content-Transfer-Encoding: 7bit 


Greetings All, 


Have run across a pristine DX-35 with a bad power transformer. 
Anybody have a parts unit for sale/trade? 


Best Wishes to all of you and yours for the coming year. Keep 
‘em glowing. 


Mike Warren W5MAZ 
15533 Sandhill Circle 
Eden Prairie, MN 55347 


From: KB9VU@aol.com 

Message-ID: <@.61583499.259b76f4@aol.com> 

Date: Wed, 29 Dec 1999 09:38:44 EST 

Subject: FS: KWM-2 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: baswaplist@foothill.net, boatanchors@theporch.com 
MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


I have a WE Collins KWM-2 for sale. The radio has been upgraded to a -2A 
model with the addition of the spare crystal deck and front panel selector. 
The escutcheon was NOT updated and reads KWM-2. Case and trim ring are good 
with wear on the front and top edges of the ring visible. No dents. Front 
panel shows wear under the PA Load lever. Knobs are good, inserts are 
average. Chassis is dusty on top. No power supply included. A previous 
owner has carefully repainted the front panel (grained surface portion only) 
and used a slightly lighter gray paint. The effect is rather nice looking 
but not stock. The radio is working and has been in use at my station for 
approximately 3 years. CCA Good to Very Good not withstanding the "custom" 
paint. $500 plus packing and shipping from 63033. 


Message-Id: <3.0.5.32.19991229093801.00936ca0@pop.uky.edu> 
Date: Wed, 29 Dec 1999 09:38:01 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Bill Cotter <bcotter@pop.uky.edu> 

Subject: FS/T: Ham Radio Magazine Collection 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


For Sale/Trade: 

Ham Radio Magazine Collection from April 1968 up to the 

last issue in June 1990. All 272 are in Very Good to Excellent 
condition, and each year is individually wrapped in a zip lock bags 


for protection. 


This reference set has taken over five years to locate all issues 


in acceptable condition, some years have been bought up to four 
times! This collection includes the elusive March 1968 first edition. 
Priced at less than $1 per issue for a total of $270 


SHIPPING CONUS IS INCLUDED in the price, in four 501b cartons via 


USPS 


Special Standard (4th class bookrate) insured. My cost will 


run approximately $76 to the west coast from 40356. 


90 
89 
88 
87 
86 
85 
85 
84 
83 
82 
81 
80 
79 
78 
77 
76 
75 
74 
73 
72 
71 
70 
69 
68 


I am 


1-6 EX last issue 


FY EX 
FY EX 
FY EX 
FY EX 
FY EX 
FY VG 
FY EX 
FY VG 
FY VG 
FY EX 
FY EX 
FY EX 
FY EX 
FY EX 
FY EX 
FY EX 
FY EX 
FY EX 
FY VG 
FY EX 
FY VG 
FY VG 


3,4 VG first issues 
looking for and will consider trades on the following: 


Electric Radio Issues: before #69 (jan 95) & after #90 (oct96) 
CQ issues 1945, 1946, jan47 

QEX 1993 FY 

Comm Quarterly 1990 FY 

QST issues 1924 and earlier 

Radio from 1935-1942 


R-390A or R-392 any condition 
AN/URM25D or F any condition 
HQ-170 or 180 

HT-37, HT-32, Ranger-1 


Don't be bashful - make me an offer, hi! 


Thanks es 73 Bill N4ALG 


Bill Cotter, N4ALG E-mail: bcotter@pop.uky.edu 
173 Carolyn Lane Home: (606) 887-5563,2402 
Nicholasville, KY 40356-9340 Work: (606) 323-6474 


ARRL  ARCI #9878 QRP1 #1646 QCWA #29393 FISTS #4535 


Collins R-390A '55 S/N: 633 EAC R-390A '67 S/N: 3669 
Philco R-392 '59 S/N:167 


End of BOATANCHORS Digest 2763 
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